
STR-9

TYPICAL BITUMINOUS TRAIL AND
CONCRETE SIDEWALK SECTIONS

PLATE NO.

STANDARD DETAILS

COTTAGE GROVE, MINNESOTA

3" TYPE SP 9.5 WEARING COURSE MIXTURE (2,C) (SPWEA230C)
6" CLASS 5 AGGREGATE BASE (VIRGIN)
EXCAVATION AND ADDITIONAL AGGREGATE BACKFILL
(AS DIRECTED BY THE ENGINEER)

8'

0.5'

0.5'

MINIMUM 2' WIDE
SHOULDER

BITUMINOUS TRAIL

CONCRETE SIDEWALK

6" TYPE 3F52A CONCRETE
4" CLASS 5 AGGREGATE BASE (VIRGIN)
EXCAVATION AND ADDITIONAL AGGREGATE BACKFILL
(AS DIRECTED BY THE ENGINEER)

MINIMUM 2' WIDE
SHOULDER

0.5'

0.5'

5'

SEE TYP. SECTION

2% MAX
1 : 3 MAX

1 : 50 MIN

1 : 3 MAX

1 : 50 MIN

1 : 50 MIN

1 : 3 MAX

MINIMUM 5' WIDE
SHOULDER

1 : 3 MAX

1 : 50 MIN
2% MAX

MINIMUM 5' WIDE
SHOULDER

NOTE:
ALL CONCRETE SIDEWALK
JOINTS SHALL BE TOOLED
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